SPECIFICATION

Section 05800

Wabo® GutterFlex
            Model(s) “BOG” and “USG”

Flexible Gutter and Drain Tube Assembly
PART 2 – PRODUCT

2.01 General

A. Provide flexible profile supplied by expansion control system manufacturer that will satisfy the required design movement and compress without damage during full joint closure. Profile shall contain and drain excess amounts of collected moisture through a drain tube that exhibits similar flexibility.  Supply profile with fabric reinforcement to minimize material elongation from the collection of moisture or debris. Secure to concrete slab by utilizing blockout for expansion joint or under slab incorporating manufacturer’s optional retainer profile. 

Furnish Wabo® GutterFlex - Flexible Gutter System as manufactured by Watson Bowman Acme and as indicated on drawings.


Model(s):
“BOG”  Blockout Gutter




“USG”  Underslab Gutter

2.02 Materials 

A. Gutter Profile - Provide 0.062” thick single ply fabric reinforced Neoprene sheet in accordance with the following properties.




Fabric Type:


4 ounce polyester cloth




Temperature Range:
-30F to +200F




Hardness Shore A

70 +/-5




Tensile, PSI


1000




Elongation, %

250




Tear, Die C, PPI

150

Width of profile shall be governed by joint type and movement requirements.

B. Drain Tube – (Optional). Provide 1 ½” I.D. x 1/8” wall, clear PVC flexible tubing. Standard length shall be 24 inches unless otherwise noted.

C. Transition Element - Provide pre-molded .060” thick EPDM tapered profile with pre-taped flange and adhesive for proper bonding to underside of gutter profile.

D. Retainer Profile - (Underslab installation only)

Provide an Extruded Aluminum Retainer 6061-T6 alloy to receive a continuous bead of edge sealant.

      Standard Finish:  - Mill – no color.

Optional Finish: - Clear anodized in accordance with AA-M10 C22  A31  Class II (0.4 - 0.7 thick anodic coating).

E. Edge Sealant - (Underslab installation only)


Provide NP1 Sealant. It is a one part polyurethane moisture cure sealant conforming to federal specification TT-S-00230C Type II Class A NON-SAG (Permathane SM7108).

F.
Anchors - (Underslab installation only). Provide manufacturers standard ¼” dia. x 1 ¾” lg. CSK. flathead concrete screw anchor. Carbon steel anchor shall receive factory fluoropolymer coating.

2.03 Fabrication

A. Shop assembled transition element and drain tube utilizing RTV5818-12C silicone adhesive. Allow for curing of adhesive prior to shipment.

B. Extruded retainers in standard 10 ft sections.

PART 3 – EXECUTION

3.01

A. Limit of flexible gutter profile shall be continuous along length of joint.  Refer to manufacturers instructions to cap ends.

B. Spacing of drain tube assemblies shall be approximately 25 feet center to center along length of joint or as specifically outlined in contract documents.

C. With flexible gutter profile properly prepared and on flat surface, field attach drain tube assembly by removing protective tape. Using hand roller, apply direct pressure to flange ensuring full contact and proper adhesion.

D. Refer to WBA installation procedure for additional detailed information.
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